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Image Device 
Picture Elements 
Resolution
Min. Illumination
S/N Ratio
Electronic Shutter
Flickerless Mode
Gamma
Lens Furnished
White Balance
Sync. System
Video Output
Infrared Luminary
Wavelength
Illumination Distance
Weatherproofing
Power Supply
Power Consumption
Operating Temp.
Storage Temp. 

    
    
   
    
   
  
   
 
         
 
 
     
    
  
  
  
 
        
   

  

MODEL NO.
1/3"Color Sony Super HAD (Hi-Res)
NTSC:768*494. PAL: 752*582 (H*V)
700 TVL
0 Lux (IR on)
More than 52dB
NTSC:1/60~1/100.000. PAL:1/50~1/100.000
On/Off (NTSC:1/100. PAL:1/120)
0.45
Fixed lris Lens 4 mm/F1.6(option: 6 mm)
OSD adjustment
Internal
1 Vp-p / 75 Ohms
2 pieces high power IR-LED
850 nm
40 M
IP 66
DC12V+_10%
IR On:600mA max., IR Off:80ma max.
-10Celsius~50Celsius
-30Celsius~60Celsius

1/3 Sony CCD Super HAD (Hi-Res)
Lens Fix 4 mm. / 6 mm<00FF>.
700 TVLine / 0 Lux/ IP66
Built-In 2 pcs Hi-power Arrly LED-IR
Effective range up 40 meter
Preset OSD Menu on wire cable 
Wide Dynamic Range/Day & Night
Mirror Funtion ,Privacy Masking 8 zone Motion 4 zone

MModel : KW-58 IR

KW-58 IR


