
Model :  KW-1800IR

- 1/3" Sony CCD /480 TV Lines
- Built-in Super Bright Large LED
- Lens Auto IRIS Vari-focal 5-50 mm
- Anti-Vandal
- Range 50-90 meter
- AC 220 Voltage

IR

Pickup Elements
Image Area
Scanning System
Sync System
Video Output
Resolution
Gamma Correction
Minimum Illumination
S/N Ratio
Protection Class
Power Requirement
Power Consumption
Ambient
Dimensions
Weight
Shutter Control
Gain Control
Lens Spec
White Balance
IR Ext Control
Backlight Compensation
IR LED Effective Distance
IR LED

1/3" Sony CCD
4.9 mmx3.7 mm
2:1 Interlace, V: 50 Hz, H: 15.625 KHz
Internal
1 Vp-p Composite Output, 75 Ω
480 TV Lines
0.45
0 Lux (F1.4 3200K)/With IR LED Only
50dB (AGC OFF)
IP 65 Rated
AC 220 V.
160mA (IR LEDs Activated : 1.2A)
-10 oC~50oC/30~90% RH
127mm (H) x 156 mm (W) x 264 mm (ZD)
Apprx. 180g
127mm (H) x 156 mm (W) x 264 mm (ZD)
Auto
Auto IRIS Lens 5~50 mm Vari-focal Lens
TTL Auto
1 Set
Auto
80M
Wave length 850mm

MODEL NO. KW-1800IR


