
Model : C-806

MODEL NO. C-806

Finger Scan

Authentication Method : FP/P/C, FP&P, FP&C&P
Communication : RS485,TCP/IP
USB : Support Ver.2.0, Download/Upload
Time Zone : 32/Per Week
Pass Set :Two
Alarm Output :Two
Alarm Type : Open too long (1-3600)/Threaten/

Open door lllegal/Disassemble/Sensor
Wiegand :Wiegand IN/OUT (WG26/34)

Algorithm
CPU
LCD Display
Effective FP Detection Area
Total Fingerprint Template Capacity
Attendance Record Capacity
Management Record Capacity
Average Recognition Speed
Display Language and sound
FRR
FAR
Fingerprint Verification
Fingerprint Template Update
Fingerprint Placement Angle
Input Voltage
Operation Relative Humidity
Operation Temperature
Storage Relative Humidity
Storage Temperature
Manu

"SMACK FINGER" V3.0
ARM9
128*64LCD Display
16mm x 14 mm
Total 2,000
Total 50,000
Total 1,000
1 sec
Standard : English/Thai
<0.01%
<0.0001%
1:1, 1:N
Auto Update
360 oC
DC12V
20% to 60%
0oC to 45oC
20% to 80%
-10 to 65
Icon


