
Kowa 
Model :KW-AHD 502 
FEATURES  
* 1/3”1.3 Mega Pixel CMOS Sensor  
* 960P(SONY imx238+2431H)  
* Resolution:1280*960;  
* HD-AHD low cost, high speed, long distance  
* 4PCS Array IR LED,30M IR Distance  
* 3.6MM MegaPixel Fixed lens  
* Plastic IR Bullet Camera with 3-axis bracket  
* IP66 Rating *Better Anti-interference Capability  
* Real time Technology  
Weatherproof IR Bullet Camera  

Specification  

Model Number   : KW-AHD 502 (960P AHD camera ) 

Image Sensor   : 1.3 megapixel 1/3 SONY238  

Effective Pixels   : PAL:1280x1024@25fps  

     NTSC:1280x1024@30fps  

Resolution    : 1280x1024  

IR-LED    : 4PCS Array IR LED  

Illuminate Distance  : 30M  

Day/Night    : IR-CUT filter  

Min.Illumination   : Color 1.0Lux/F1.2,B/W 0.1Lux/F1.2  

Electronic Shutter   : 4/25-1/45,000s  

Lens     : 3.6MM Megapixel Fixed lens  

Video output   : 1CH Video output, Support CVBS , AHD  

Work environment  : -10°C~60°C90%RH  

Power supply   : DC 12V±10%  

BLC     : Auto BLC  

White Balance   : Auto White Balance  

Max Transmission   : common 75-3 lines can be up to 500 m  

Distance  
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